
PRODUCT DETAILS:

Wet Rated
Photometrics based off engine photometrics
Fixture mounts to 2" PVC pipe and the die cast mount is also able to be
surface installed
The Hinkley Home Automation App allows you to control your landscape
lights anytime, anywhere. You can turn dimmers on/off and adjust sliding
brightness settings remotely.
LumaCore Series products carry a lifetime limited warranty
Bold lines and a clean, minimalist style complement contemporary
architecture
Add style and safety to outdoor walkways; place about 6 feet apart from
one another
Energy-efficient integrated LED - safer for the environment and low
maintenance

LUNA BOLLARD
15609TT-LED
LUNA BOLLARD LED
Luna Bollard in LED is the perfect addition to any
interior or exterior lighting plan and complements the
Hinkley Luna outdoor lantern collection. A
contemporary styled radius front die cast faceplate is
included.
 

DETAILS

FINISH: Titanium

MATERIAL: Aluminum

GLASS: Etched Lens

DIMMABLE: No

DIMENSIONS

WIDTH: 3"

HEIGHT: 30"

DEPTH: 3

WEIGHT: 5lb

LIGHT SOURCE

LIGHT SOURCE: Integrated LED

LED NAME: 27G3SE-35

WATTAGE: 5w LED *Included

VOLTAGE: 12v

VOLT AMPS: 5.3

LUMENS: 350

CRI: 80

INCANDESCENT
EQUIVALENCY:

1 x 35w

DIMMABLE: No

TRANSFORMER
REQUIRED:

Yes

SHIPPING

CARTON LENGTH: 9

CARTON WIDTH: 6

CARTON HEIGHT: 32.5

CARTON WEIGHT: 6
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