TAPER

1562SW
STEP 12V VERTICAL

Sleek and sophisticated, Taper is built to last with a
timeless, minimalist style that radiates contemporary

cool. Its recessed integrated LEDs are directed

downward with gradient illumination that grazes the

gently sloped design.

DETAILS

FINISH: Satin White

MATERIAL: Aluminum

GLASS: Etched Lens

DIMMABLE: YES - WITH MLV ON
TRANSFORMER
PRIMARY

DIMENSIONS

WIDTH: 3.5"

HEIGHT: 5.3"

DEPTH: 1.3

LIGHT SOURCE

LIGHT SOURCE: Integrated LED

LED NAME: ETP10

WATTAGE: 1.20w LED *Included

VOLTAGE: 12v

VOLT AMPS: 15

LUMENS: 90

CRI: 90

INCANDESCENT 1 x 10w

EQUIVALENCY:

DIMMABLE: YES - WITH MLV ON
TRANSFORMER
PRIMARY

TRANSFORMER Yes

REQUIRED:

MOUNTING

LEAD WIRE: 1X 60"

SHIPPING

CARTON LENGTH: 5

CARTON WIDTH:

PRODUCT DETAILS: CARTON HEIGHT: 7

Wet Rated

ADA compliant design provides added accessibility and maximum clearance

A wiring kit is supplied

Easy and efficient installation: fewer fixtures illuminate a more extensive area, offering a diverse
range of mounting opportunities

The Hinkley Home Automation App allows you to control your landscape lights anytime,
anywhere.

LED integrated components carry a 10-year limited warranty

Bold lines and a clean, minimalist style complement contemporary architecture

Recessed mount
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